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Important Safety Instructions 

For the safety of yourself and others, please observe the 
following safety requirements: 

■ Do not attempt to operate any Pharos GPS navigation and 
routing system in a vehicle while the vehicle is in motion, or 
in any way that interferes with safe driving. 

■ Secure your Pharos GPS receiver and Pocket PC to the 
vehicle in such a way as to not endanger the driver or 
passengers during driving or operation. 

■ Do not use the Pocket PC and Ostia in any area (country, 
state, city, etc.) that prohibits the use of electronic displays in 
motor vehicles. 

■ Navigation maps may contain errors and omissions or may 
be out-of-date with recent road changes or road conditions. 
Please be attentive to roadway signage, all posted roadway 
information, and the condition of the roads you are traveling. 

■ Routes generated by Ostia are only recommendations and 
are for personal and non-commercial use. 

■ Ostia software and the iGPS receiver may not be used for 
any purpose in which failure of the products could lead to 
personal injury, physical, or environmental damage. 
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■ Pharos and its suppliers specifically disclaim any warranties, 
either express or implied, for their products' fitness for use in 
any high-risk activities. 

Summary of Features 

■ Compatible with NMEA-0183 compliant receivers. 

■ Detailed street level mapping data. 

■ Real-time traffic and points of interest with subscription 
to Smart Navigator services. 

Mapping features include: location by address, 
intersection, location of area points of interest, 
longitude/latitude or Pocket Outlook contact saved by 
user previously. 

■ Calculating route from one location to another, or 
selection of a street location on the map. 

■ Multiple stop route calculation. 

■ Up to 10 maps open at a time. 

■ Driving directions and route guidance. 

Tap street on the map to show the street name. 

■ Zoom in and zoom out with stylus. 

■ Creating a user favorite database using Pocket Outlook 
contact capability. 

■ GPS status indicators. 

■ Simulating car navigation. 
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When navigating with the iGPS receiver: 

o Choose from one of three routing methods: 

Fastest, Shortest, Avoid freeways, 
o Display the street name of the next turn at the 

bottom of screen, 
o Show the distance and direction of the next turn. 
o Show the distance to your final destination, 
o Voice prompt for reliable route guidance, 
o Auto zoom-in before the turn or highway 

entrance/exit and zoom-out after, 
o Breadcrumb record of the route you traveled, 
o Ability to navigate in compass mode, 
o Use of the iGPS receiver position as the point of 

origin. 

o A one-touch Re-route button. 

o Navigation data such as speed, longitude, 

latitude, local time and direction of travel, 
o Auto re-route option, 
o Moving map while navigating with the iGPS 

receiver. 

o Selectable "North Up" or "Heading Up" for map 
display. 

o Selectable "on" or "off" for voice prompt. 
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1. Installing the Software 



1.1 Installing the Ostia Navigation Software 

1) Make sure your Pocket PC is synchronized with your 
Desktop/Laptop PC. 

2) Insert the Installation CD into the CD-ROM drive, and the 
installation screen should appear on the screen if Auto-Run 
is enabled. If Auto-Run is not enabled, explore the 
Installation CD and run the Setup.exe file. 

3) Click Install Ostia, and follow the on-screen instructions to 
install the Ostia Navigation software on your Pocket PC. 

After Ostia has finished installing, it will take you back to the 
installation screen. Proceed to step 2 to install the 
MapFinder map-loading tool. 
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1.2 Installing the MapFinder Software 



Overview - MapFinder is an all-in-one utility that allows you 
to search for maps anywhere in the country, select the map 
or group of maps you wish to download, and download the 
selected maps to your PC, Pocket PC, or any storage media 
attached in either device. 

1) On the installation screen, click Install MapFinder and 
follow the on-screen instructions. 

2) When this process is finished, it will take you back to the 
installation screen. Click Finish. 
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2. Installing Maps 



When a map CD is inserted into your PC, MapFinder should 
automatically startup and the screen below will be displayed. 




2.1 Selecting maps 



There are two methods that can be used to select a map(s) 
you want to use. 



-Type city name or zip code— 








(* Select one map only 




C Maps within p miles 










Search 



1 . Searching 

-A city name or zip code can be entered in the search field 
and either a single map or several maps within a given 
radius can be found by clicking the Search button. 

-After a search is done, a list of maps will appear in the 
results field, double-clicking any of these names will cause 
that map section to be highlighted on the map. 



Page 7 



-C A- California— 
Los Angeles 

Long Beach, Los Angeles, 
Pasadena, etc. area. 
0CD:USA West Maps 
Map size is 11.5 MB. 



2. Clicking directly on the map 

-By placing the mouse cursor directly on top of a small map 
on the screen, the information for that map will be displayed. 

-Double-clicking an area on the US map will cause that area 
to be selected and remain highlighted. 

2.2 Extracting & transferring maps 

After the map(s) have been selected, they will need to be 
extracted from the appropriate CD(s) and then transferred to 
the Pocket PC or memory card. 
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1 . Once all the maps are highlighted and selected, at the top 
right corner of the MapFinder screen there are two choices: 

- MS ActiveSync - this will transfer maps directly to the 
Pocket PC or memory card in the Pocket PC via 
ActiveSync. 

- CF Card Reader - if a memory card reader is present 
MapFinder can send map files directly to a memory card. 

2. Choose the location to store the maps and then click the 
"Execute Map Copy" button. 

3. This will bring up prompt screens asking which storage 
location on the device you want to put the maps: 

- On the Pocket PC: either Main Memory, Storage Card or 
Built-in File Store Memory (available on some Pocket PCs) 

- On a Card Reader, if there are multiple card slots on the 
reader, it will ask which letter drive to use. 

Select the appropriate location and click OK to continue. 
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4. A series of screens will follow confirming your requested 
map transfer. Keep clicking OK to continue. The final 
screen will be a screen displaying the progress of the map 
transfer process. Once it is finished, MapFinder will return to 
the map screen and the maps on the Pocket PC or memory 
card will be ready to use. 
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2.3 Other MapFinder Functions 

By right -clicking anywhere on the MapFinder screen, the 
following menu will appear: 



View Current Map 
Un-5elect ALL Maps 

Copy Current Map to Pocket PC 
Copy Selected Map to Pocket PC 

Extract Current Map to Hard Drive 
Extract Selected Map to Hard Drive 
Extract ALL Maps to Hard Drive 
Delete Current Map from Hard Drive 
Delete ALL Maps from Hard Drive 

Pharos MapFinder Help 
About Pharos MapFinder 
Minimize 
Exit 
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MapFinder Menu Functions 



View Current Map - This will open a map on the PC to be 
viewed. 

Un-Select ALL Maps - This will cause any maps currently 
selected to be un-selected. 

Copy Current Map to Pocket PC -This option will allow the 
map(s) that have been selected to be downloaded to the 
Pocket PC. 

Copy Selected Map to Pocket PC - This will copy any maps 

currently highlighted to the Pocket PC. 

Extracting Maps to the Hard Drive- Any of these functions 

will extract maps to directly to the hard drive but not the 

Pocket PC for future transfers to the Pocket PC. 

Deleting Maps - These functions will delete maps from the 

hard drive. 

Pharos MapFinder Help - This will open the help file for 
MapFinder 

About Pharos MapFinder - This gives the version 
information about MapFinder. 
Minimize - Minimizes MapFinder 
Exit - Exits the MapFinder program. 
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3. Getting Started with Ostia 



Please note : After a route is created, the GPS receiver needs to 
be enabled in the software before navigation can begin. (See 
section 7) 

3.1 Opening & Viewing a Map 

1) Click File -» Open 

2) A list of all available maps on the device memory or 
memory card will be listed. 

3) Click on the map that you want to use to have it displayed 
on the screen. 

Note: Steps 1 through 3 can be repeated to open multiple 
maps at a time. Up to 1 0 maps can be opened at once. Be 
sure to set the number of maps to be opened in the Tools 
menu under Options before opening any maps, (see section 
6.4.1) 



Page HO 



3.2 Finding an Origin or Destination 



The methods used to find an Origin (route starting point) or 
Destination (route ending point) are the same; the Origin will 
be displayed in Green and the Destination in Red. 
In the Find menu there are several methods to find a 
location: 

- Using the Smart Navigator Services* 

- Using the Outlook™ Contacts database 

- The user defined Favorites database 

- Searching for an address 

- Searching for an intersection 

- Searching the built-in Points of Interest Database 

*Smart Navigator services requires a paid subscription. 
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Recent Destination - This will bring up a list of locations (up 
to 1 1) that have been recently used as destinations that 
can be used again. 

Contacts - This will search the existing Outlook™ Contacts 
list on the Pocket PC. 

1. Click Find -> Origin or Destination -> Contacts 

2. Enter the name of the contact you want to find in the 
small entry field. A list of contacts most closely matching 
the one you entered will appear in the window below the 
entry field. (Note that if a contact has a first and last 
name, the entry may appear with the last name before 
the first, for example: Doe, John) 

3. Click on the contact you want to highlight it and click 
OK. 

Note: The default lookup is under "Company" 



Favorites - This will search a database of latitude/longitude 
locations that have been previously named and stored 
by the user. 
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1. Click Find -> Origin or Destination -> Favorites 

2. Enter the name of the favorite you want to find in the 
small entry field. A list of contacts most closely matching 
the one you entered will appear in the window below the 
entry field. 

3. Click on a favorite to highlight it and click OK. 

Address - This will allow a specific address to be located on 
the map(s) that are currently open. 

1. Click Find -> Origin or Destination -> Address 

2. Enter the address number and street name in the 
appropriate fields. The window below the address fields 
will show street names most closely matching the one 
that was entered. Click on a street to highlight it and 
click Next. 

3. The next screen will ask you to select the appropriate 
city for the address. You can also click the Zip Code box 
at the bottom of the screen to toggle zip codes to be 
displayed on the screen. Click on a city to highlight it 
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and click Next. 

4. The final screen will give you the option to save the 
location as either a Favorite or to your Contacts 
database. 

Intersection - This will allow for an intersection of two 
streets to be located on the map(s) that are currently 
open. 

1. Click Find -> Origin or Destination -> Intersection 

2. Enter the name of one of the streets. The window 
below the entry field will display a list of streets most 
closely matching the one you entered. Click on a street 
name to highlight it and click Next. 

3. The next screen will ask you to select the appropriate 
city for the intersection. You can also click the Zip Code 
box at the bottom of the screen to toggle zip codes to be 
displayed on the screen. Click on a city to highlight it 
and click Next. 

4. Enter the name of the second street of the 



Page ., Q 



intersection. The window below the entry field will 
display a list of streets most closely matching the one 
you entered. Click on a street name to highlight it and 
click Finish. 

5. The final screen will ask if you want to save this 
address to your Outlook Contacts list so it can be viewed 
outside the Ostia program or as a Favorite to be used 
only in Ostia. 

Point of Interest - This will search the database of points of 
interest that are built into the map(s) in use with the 
Ostia Navigation software. 

1. Click Find -> Origin or Destination -> Point of Interest 

2. In the first screen you will be shown a list of 
categories that represent the different points of interest 
available in the map you are using. Click on a category 
to highlight it and click Next. 

3. On the next screen a list of locations for that category 
will appear. Click on the on a location to highlight it and 
click Finish. 
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4. The final screen will ask you if you want to save this 
address to your Outlook Contacts list so it can be viewed 
outside the Ostia program a as a Favorite to be used 
only in Ostia. 

3.3 Creating a Route 

Once an Origin and Destination have been selected, a turn- 
by-turn route can be calculated. 

IMPORTANT: In order for the software to give voice 
directions and on-screen directions, a route MUST be 
created before traveling. 

To calculate the route, click Find -> New Route -OR- click 
the Happy Face icon on the toolbar to Enable the GPS. 

*Note: If the GPS is enabled and locked-on to your position, 
the software will treat your current GPS position as the origin 
of a route as long as the GPS indicator is on a street. (To 
enable the GPS see section 7) 
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3.4 Multiple Stops on a Route 



This function will allow a route to have several intermediate 
stops before reaching a final destination. Multiple Stops will 
be displayed in purple on the map. 

1. Click Find -» Multi-stop 

2. This menu will allow you to find stops using the same 

methods as stated in the previous section: Contacts, 
Favorites, Address, Intersection and Point of Interest. 

3. Steps 1 and 2 can be repeated to add up to 10 stops in a 

route. 

4. Once all stops have been entered, a route can be 

calculated. Click Find -> New Route. 

5. When New Route is selected, and there are multiple stops 

entered, the following screen will appear: 
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Multi-Stop Route 



DEL AMO FASHION CENTER 
FOX HILLS MALL 
CALIFORNIA STATE LOS ANO 



LOYOLA MARYMOUNT 
UNIVERSITY, 



OK 


Cancel 


Delete 


Clear 



0 Multi-Stop Route Q Optimize 
(jji) Route to Final Destination 
O Route Stop by Stop 



Multi-Stop Route Screen 

- On this screen the stops can be arranged in any 
particular order for a route. 

- Selecting Multi-Stop Route will include any stops on the 
list into the route. 

- Optimize will create the most direct route through all of 
the stops. 

- "Route to Final Destination" will create a route from 
Origin to Destination with all the stops in between. 
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- "Route Stop by Stop" will create a route starting with the 
Origin to the first stop, then from the first stop to the 
second, from the second to the third, and so on. 



4. Smart Navigator 

These functions will allow the user to access the Pharos 
Traffic and Points of Interest servers. These will provide up- 
to-date traffic info for selected cities as well as an expanded 
selection of points of interest including gas stations, banks, 
hotels and many more. 

*NOTE: These features require internet access on your 
Pocket PC or that your Pocket PC is synchronized with a 
Desktop/Laptop PC with internet access. 

Before Smart Navigator can be used, you will need to 
register your software at www.pharosqps.com and purchase 
either the Smart Traffic service, Smart Finder service, or 
both. 
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For both Mobile Traffic and Mobile Points of Interest, the 
information downloaded to the Pocket PC can be 
toggled on or off in the View menu. 

4.1 Smart Traffic 

1. Click Find -> Smart Navigator -> Smart Traffic 

2. A selection screen will be displayed showing a list of cities 

in which traffic reports are available. Click on a city to 
highlight it and click OK. 

3. The next screen will give a choice of filter to determine the 

type of traffic information that will be received: 



Page Q „ 



Display Smart Traffic 



Los Angeles, CA 
□7/16/2003 15:53:03 



• O < 15 MPIH Only 
Q <30 MPH 0n| y 
o** (§) <45 MPH Only 
•o** O All Smart Traffic 



OK 



Cancel 



4. After the filter is selected, click OK. Traffic will be 
displayed on a screen similar to the one on the next 
page with the different colored dots representing traffii 

• Black dot = Traffic less than 15 MPH 

• Red dot = Traffic less than 30 MPH 

• Yellow dot = Traffic less than 45 MPH 

• Green dot = Any traffic above 45 MPH 



(See image on next page) 
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Smart Traffic 
Display Screen 



4.2 Smart Finder (Points of Interest) 



Location -i 

Ogps 

O Dest. 
® Origin 



Parameters 

Radius(rni) 
Max Count 
Key Words | 



4 
10 



WiFi HotSDOt 



Banks/ATMs 
Gas/Service Stations 
Hotels/Motels 
Restaurants 
Theaters 



OK 



Cancel 
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1. Click Find -> Smart Navigator -> Smart Finder, the 
screen on page 27 will be displayed. 

2. The Location section will be used to set the central 
point of reference around which POI's will be found. 

3. The Parameters section will be used to set: 

- The radius of the area around the Location to 

look for POI's 

- The maximum amount of POI's to search for 

- Any Key Words to use when searching for POI's 

4. The window below the Location and Parameters 
sections give a listing of the types of POI's available to 
search for. Click on a POI to highlight it and click OK. 

5. The POI's will be displayed on the map using 
corresponding icons. Click and hold the stylus on the 
POI icon and a window will appear with: 

- The POI information 

- The ability to set it as a stop on a multi-stop route 

- The ability to route directly to that POI 
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- The ability to access a website for the POI, if applicable 

- The ability to call the POI if a PDA phone is being used 
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Ostia Menu Index 




5.1 File 



File Menu Items 


Description 


Open 


Select this item to open a map file. (See 
section 1) 


Listing of up to 
3 maps used 
last 


List the last 3 maps that were used. 


List Active 
Map(s) 


Give a list of all the maps currently open and 
in use. 


Close Map(s) 


Close opened map(s), clearing screen and 
settings. 


About 


Display a window showing the current version 
of the Ostia software and/or maps installed on 
your Pocket PC. 


Exit 


Quit Ostia. Note: tapping Ctrl-q will also Quit 
Ostia. 
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5.2 Find 



Find Menu Items 


Description 


Smart Navigator 


This item will allow you to access real-time 


/npirl qi ihQprintinn 

^pclIU OUUoU IfJLIUI 1 


trpffir* pc wpII pq p lamp rlatahpQp nf nnlinp 
LidiiiL- do wen do a iciiyc uaLauaCDc ui uiiiiiic 


required) 


Points Of Interest. 




(See section 2) 


Destination/ 


These items allow for the lookup of the 


Origin 


following for use as an Origin or Destination of 




a route: 




uoniacis 




Favorites 




Address 




1 n t p r*c op t i r\ n c 




Points of Interest 




(See section 2) 


Multi-stop 


Allows up to 1 0 stops to be added to a route 




between the Origin & Destination. (See section 




2) 



Page QQ 



New Route 


Select this menu item to calculate & display a 
new route. 

1 . The Origin is shown as a green line . 

2. The Destination is shown as a red line. 

3. The Route is shown as a blue path 

between origin and destination. 

You also can define the origin or the 
destination by double clicking the street on the 
map. 


Reverse Route 


Select this menu item to switch the Origin and 
Destination of a calculated route. 

Note: The reverse route may be different than 
the original route because of divided roads 
and one-way streets. 
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5.3 View 



Text Directions 


Select this menu item to display turn -by -turn 
driving directions in text format. The text 
directions can be scrolled through using the 
direction pad of the Pocket PC. 


GPS Info. 


Select this menu item to display the current 
direction, speed, longitude, latitude, local time 
and "vision" (line of sight) distance to the 
destination according to the received GPS data. 


Show 


Select this menu item to display any of the 
following information currently being used: 

- Smart POI (Results of Smart Finder) 

- Smart Traffic 

- A Trip Trace 

- A Favorite 


Clear 


Select this menu item to clear items off of the 
map screen. 


Destination 


Select this menu item to display the currently 
defined destination. Selecting this function may 
change the map scale. 
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Origin 


Select this menu item to display the currently 
defined origin. Selecting this function may 
change the map scale. 


Multi-stop 


Select this menu item to display Multi-stop 
locations that have been already entered into 
the system. 


Full Route 


Select this menu item to display the currently 
defined full route. Selecting this function may 
change the map scale. 
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5.4 Tools 



Simulation 


Select this menu item after a route has been 
calculated to have the software run a 

ol 1 1 IU IdLIUI 1 Ul LMc [UULc Willi Ull bUlccll LcXL dMU 

graphic prompts as well as voice prompts. 
*Function will not work while GPS is Enabled. 


Receiver 
Wizard 


This will bring up the setup wizard for the 
Pharos GPS receivers and will automatically 
configure the communication port for the GPS. 


Record Trip 
Trace 


Select this menu item to have the software 
leave markers at given intervals to record and 
save the route that you are currently traveling 
on. The interval at which the software will 
leave markers can be selected here as well. 


Store 
Favorite 


This function will allow a specific latitude and 
longitude point on the map or the current GPS 
position to be stored as a Favorite. 


Options 


This menu item will allow for customization of 
the software. See section 6.4.1 
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5.4.1 Options (subcategory of Tools) 



Auto Re- 
route 


Enabling this option will have the software 
automatically calculate a new route if the GPS 
indicator goes off the calculated route. 


Heading Up 


Enabling this option will set the display to 
always show the GPS indicator pointing 
towards the top of the screen with a compass 
in the lower right of the screen. Disabling this 
option will orient the screen to have North 
always at the top of the screen. 


Voice 
Options 


This option will allow for the voice prompts of 
the software to be changed. New voice 
prompts will be available at 
www.pharosgps.com. 


Route 
Options 


This option sets the method on how the 
software will calculate a route: 

- Fastest - This will calculate the fastest route 

UdocU UN (JUbLcU bfJooU lllllllo. 

- Shortest - This will calculate the most direct 
route. 
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- No Highway - This will calculate a route 

avoiding highways completely. 

*Cannot be used when actually on a highway. 


Select 
Comm 


This will allow for the communication port the 
software will use to read the GPS to be set 
manually. 


Units 


This option allows the distance to be displayed 
in either miles or kilometers. 


Display 
Color 


This option allows for a choice of optimal color 
schemes for either day or night use. 


Maximum 
Maps 


The maximum amount of maps that can be 
opened at once is set with this option, 
maximum amount being 10 maps. (Default is 3 
maps) 


Restore 
Default 


This option will restore all options to the default 
settings. 
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6. Ostia Toolbar Functions 

6.1 GPS Status Indicator/ Enabling the GPS receiver 




The Happy Face on the menu bar indicates the current 

status of the GPS receiver. 
TAPPING THE GPS STATUS INDICATOR WILL ALLOW 

THE GPS TO BE ENABLED AS WELL. 

Red Face = The Pocket PC is not receiving data from the 
GPS receiver. The connection, power and 
communication port should all be checked. 

Yellow Face = The GPS receiver is currently acquiring 
signals from the satellites for a signal lock. 

Green Face = A GPS signal lock has been established and 
the system is ready for navigation. When this happens, 
a red arrow should appear on the map, signifying the 
current position of the GPS receiver. 
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6.2 Zoom-i n/Zoom-out 




Either one of these buttons can be used to bring up the 
zoom scroll bar to adjust the current view of the map. 

Zooming in and out can also be achieved by: 



\ 

\ 

\ 

\ 

\ 




A 

s 

/ 

/ 


\ 

\ 

\ 




s 

s 

/ 

/ 

/ 


Zoom In 


Zoom Out 



Dragging the stylus on the screen in a motion from the upper 
left corner towards the bottom right corner to create a box on 
the screen. The software will attempt to do a best-fit zoom 
to the area within the box. 

Zooming out is the opposite direction, bottom left to upper 
right. 
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6.3 Navigation Screen 

Tapping on this icon will cycle through the three (3) 
navigation screens that can be used while driving as 
shown below: 

Map View 



Map Scale 



Route 



Next Turn 
Text 
Display 



Distance to 
Next Turn " 




ELYSIAN PARK 
0.19 AVE 



0.52 



Destination 



Current 
Position 



Distance to 
Destination 



File Find View Tools <g) + - tf> 
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Arrow/Text View 



•ii 2:20 @ 



® 11.0 mi 0:14 to go 



CRENSHAW BLVD 



0.13 mi 



0^ 



W 208TH ST 



File Find View Tools 



Split Arrow & Map View 



4$ 2:21 © 




® 10.8 mi 0:13 to go 



W 182ND ST 
1.49 mi 



File Find View Tools 



Note: Tapping anywhere in the text prompt portion of the 
screen will manually sound the voice prompt for the current 
set of directions. 
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7. GPS Receiver Setup 

Several configurations of ultra -compact, lightweight and 
integrated GPS receivers are available from Pharos as options to 
be used with the Ostia software. 

7.1 Required Components 

• Pocket PC 

• Ostia Navigation Software 

• iGPS type receiver 

7.2 Configuring the GPS in Ostia 

The first time Ostia starts, the GPS Receiver Wizard 
screen will appear to configure the communication port 
that the GPS will be on. The Receiver Wizard can also be 
manually accessed in the Tools menu, (see section 5.4) 

Simply choose the model iGPS receiver you have and the 
brand of Pocket PC you have' if prompted, and Ostia will 
automatically configure the communication port, (see 
image on page 49) 

Note : If the GPS is taking a long time to acquire a satellite 
lock, try clicking the "GPS Initialization" button to reset the 
GPS receiver. 
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GPS Receiver Setup 



Choose your GPS receiver: 




Q £ 



CompactFlash Serial/USB Bluetooth 



Cancel 



GPS Initialization 



Please connect and power your 

receiver before proceeding; or quit 

the setup and do it later by tapping: 

Tools | Receiver Wizard. 

Note: On Pocket PC 2003, the Comm 

Port may need to be searched 

manually by tapping: 

Tools |Options|Select Comm. 
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7.3 Installing a Pharos GPS 



iGPS-180 

1. Place the iGPS-180 
receiver on the 
dashboard of the 
vehicle close to the 
windshield. 

2. Plug the cigarette 
lighter adaptor into the 
lighter socket of your 
vehicle. 

3. Plug the serial adaptor 
cable into the Pocket 
PC's serial port socket. 



PDA 




/GPS-180 



□ 



, db . Adaptor 

H | Junction 



a Cigarette 
Lighter 
Adaptor 

Figure 5 



Box 
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iGPS-CF 



1. Insert the iGPS-CF 
into the CompactFlash 
Card port of the 
Pocket PC. If the 
Pocket PC has a 
PCMCIA port, attach 
the PCMCIA adapter 
to the iGPS-CF and 
insert it into the port. 
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iGPS-280 or 360 



There are 3 (three) 
different set up 
configurations for the 
iGPS-280. 

1) CompactFlash Mode 

1. Insert the iGPS-280 into 
the Compact Flash slot of 
the Pocket PC. 

2. The Universal Car 
Power Adapter can also be 
used while in a vehicle to 
supply power to the Pocket 
PC and GPS. 
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2) Compact Flash 
Extended Antenna Mode 

1. Detach the iGPS-280 
receiver from the base. 

2. Attach the CF extension 
cable between the iGPS- 
280 and the base. 

3. Insert the iGPS-280 
base into the Compact 
Flash slot of the Pocket 
PC. 

4. The Universal Car 
Power Adapter can also be 
used while in a vehicle to 
supply power to the Pocket 
PC and GPS. 
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3) Serial Attach Mode 

1. Detach the iGPS-280 
receiver from the base. 

2. Connect the Serial 
Extension Cable to the 
Serial Cable specifically for 
your PDA. 

3. Connect the Serial 
Cable to your Pocket PC's 
serial port and connect the 
Universal Car Power 
Adapter. 
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iGPS-BT 



Please refer to the 
Support section at 
www.pharosgps.com 
for Bluetooth setup 
instructions. 



8. Troubleshooting 

See the Pharos website (http://www.pharosgps.com) for FAQ's, tips, 
troubleshooting and latest updates. 



8.1 Technical Support 

Pharos Science and Applications, Inc. 
http://www.pharosgps.com 

41 1 Amapola Avenue, Torrance, CA 90501 -1 478, USA 

Phone: 310-212-7088 

Fax: 310-320-1808 

Email: support@pharosgps.com 

Telephone technical support is available Monday through Friday 
between the hours of 9:00 AM to 5:00 PM Pacific Standard Time. 

9. System Requirements 

Pocket PC/Handheld PC Requirements 

Processor Type: MIPS, SH3, StrongArm & XScale 

Operating System: Windows CE or Pocket PC Version 3.0 or later 
Memory: 2.5 MB 

CompactFlash card or Multimedia card memory: 32 MB minimum 
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Desktop/Laptop Requirements 

CPU: Pentium class 

Operating System: Windows 95/98/ME/NT/2000/XP 

Available hard drive space: 24 MB minimum for map installation to 
PDA. Ostia maps vary in size up to 22 MB for USA maps / 31 MB 
for Canada maps. The Ostia maps are made up of 260 maps 
segments for USA / 1 5 maps segments for Canada, separated into 
geographical and municipality boundary divided sections. 
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SOFTWARE LICENSE AGREEMENT 



This is a legal agreement ("this Agreement") between you 
("Licensee") and Pharos Science & Application, Inc. (Pharos). 
By opening the Pocket PC Navigator, Ostia software package 
("Software Package") and or by using the Pocket PC Navigator, 
Ostia software ("Software"), you agree to be bound by the term 
of the Agreement. 

If you do not agree to the terms of this Agreement, promptly 
return the software and its accompany items to the retailer. 

1 . Grant of License: This Software License Agreement 
("License") permits Licensee to use one (1) copy of the Software 
Package enclosed with the License. The Software Package 
includes Software and documentation. This non-exclusive 
License, without the right to sublicense, rent or lease, is to install 
and use the Software on a single personal computer. 

2. Software Transfer: Licensee may permanently transfer the 
License and all rights hereunder to a third party by written 
notification to Pharos and where the recipient agrees to the 
terms of the License. When Licensee delivers the entire 
Software 
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Package to a third party, Licensee must also destroy any and all 
remaining copies of the Software whether installed on a personal 
computer or other device. Such a transfer terminates Licensee's 
rights to upgrade the Software or map information. 

3. Pharos' Rights: Licensee acknowledges that the Software 
consists of proprietary, unpublished products of Pharos, 
protected under U.S. copyright law and trade secret laws of 
general applicability. Licensee further acknowledges and agrees 
that all right, title, and interest in and to the software are and 
shall remain with Pharos. This Agreement does not convey to 
licensee an interest in or to the software, but only a limited right 
of use, revocable in accordance with the terms of this 
Agreement. 

4. Limitation of Liability: IN NO EVENT WILL PAHROS OR ITS 
SUPPLIERS BE LIABLE FOR ANY INDIRECT, SPECIAL 
INCIDENTAL, ECONOMIC OR CONSEQUENTIAL DAMAGES, 
ARISING OUT OF THE USE OF OR INABLITY TO 

USE THE SOFTWARE PACKAGE, INCLUDING SOFTWARE 
OR DOCUMENTATION, EVEN IF ADVISED OF THE 
POSSIBILITY OF SUCH DAMAGES. IN NO CASE SHALL 
PHAROS OR ITS SUPPLIERS' LIABILITY EXCEED THE 
AMOUNT PAID BY LICENSEE FOR THE SYSTEM. Some 
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states do not allow the exclusion or limitation of liability for 
incidental or consequential damages, so in those states, the 
above limitation or exclusion may not apply to you. 

5. Disclaimer of Warranty: THIS SOFTWARE AND THE 
ACCOMPANYING FILES ARE SOLD "AS IS". PHAROS AND 
ITS SUPPLIERS DISCLAIM ANY WARRANTIES AS TO 
PERFORMANCE OR MERCAHNDISE OR ANY OTHER 
WARRANTIES WHETHER EXPRESSED OR IMPLIED. In 
particular, there is no warranty for high-risk activities. NO 
WARRANTY OF FITNESS 

FOR A PARTICULAR PURPOSE IS OFFERED. The user must 
assume risk of using the program. 

6. Limitations on Reverse Engineering, Decompilation, and 
Disassembly: Licensee may not reverse engineer, decompile, or 
disassemble the Software, except and only to the extent that 
such activity is expressly permitted by applicable law 
notwithstanding this limitation. 

7. Separation of Components: The Software is licensed as a 
single product. Its component parts may not be separated for 
use on more than one computer. 
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8. Termination: Without prejudice to any other rights, Pharos 
may terminate this License if Licensee fails to comply with the 
terms and conditions of this license. In such event, Licensee 
must destroy all copies of the Software and all its component 
parts. 

9. Copyright: All title and copyrights in and to the Software 
(including but not limited to any images, photographs, 
animations, video, audio, music, and or text incorporated into the 
Software), the accompanying printed materials, and any copies 
of the Software are owned by Pharos or its suppliers. The 
Software is protected by copyright laws and international treaty 
provisions. You may not copy the printed materials 
accompanying the Software. 

10. Governing Law: The agreement shall be governed by the 
laws of the State of California. 

1 1 . Export Laws and Regulations: Licensee agrees to comply 
fully with all relevant export laws and regulations thereof, is not 
exported, directly or indirectly, in violation of United States laws. 

12. Proprietary Products: Fpr purpose of any public disclosure 
provision under and federal, state or local law, it is agreed that 
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the Products are a trade secret and a proprietary commercial 
product and not subject to disclosure. 

13. Restricted Rights: End User hereby represents and warrants 
that the Products shall be protected for public disclosure and 
considered exempt from and statute, law, regulation, or code, 
including any sunshine Act, Public Records Act, Freedom of 
Information Act, or equivalent, which permits access and/or 
reproduction or use of the Products. In the event of breach of 
any part of this paragraph by such disclosure, this Agreement 
shall be considered breached and any and all right to retain any 
copies or to use of the Products shall be terminated and 
considered immediately null and void. Any copies of the 
Licensed Products held by End User shall immediately be 
destroyed. If any court of competent jurisdiction considers this 
clause void and unenforceable in whole or in part, for any reason 
this Agreement shall be considered terminated and null and void, 
in its entirety, and any and all its copies of the products shall 
immediately be destroyed. 

14. Portions of this product, Copyright (c) 1996-2002 Telcontar. 
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